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your own expansions and drawings. In the cutting software that we use, the drawings of the
parts needed by the ventilation market are readily available. You can cut the existing parts by
simply dimensioning as well as you can draw and cut any part you need. All the data can be

transferred to the touch screen panel by usb drive or a network cable.

Parts of The Machine
1. Touch screen computer
2. Cutting unit

3. Power generator

Shoe Tee
Offset

N

Trouser Piece

Oval to Square

Double Radius Bend

Plasma Cutter machine provides cutting dimensions of 3200x1500 mm, you can easily cut

4. Autodesk Fabrication CAM duct (Program)

5. Exhaust

6. Moving bridge

7. Servo controlled moving system

Power

Voltage

Current

Required Air
Pressure

Net Working Area
Max. Working Speed
Cut Speed

Table Capacity

Sheet Thickness

Length X Width X Height
Weight

Motion Control System
Motor

Control System

Software

Power Generator
Plasma Cutting Table
Sensitivity

Options (cutting area)

Straight with

Oval Branches

www.sentemakina.com.tr

11 KW

380/400 VAC 50-60 Hz 3 Ph+PE

30A

189 L / min - 400 scfh

7 Bar

3200mm (10,49 ft) X 1500 mm (4,92 ft)

25 mt/min — 82 feet/min

7-9 mt/min

1200 Nm?

0,5 mm (27 gauge) - 5 mm (6 gauge)
Galvanized- Stainless Steel-Aluminium-Mild Steel
44 mtX22mtX1,4mt (14,43 ft *7,21 ft* 4,59 ft )
970 Kg

X -Y Axis Trigger Belt, Z Axis Pneumatic
400 watt servo

Tecnos 2 axis / B&R 2 axis

Autodesk Fabrication CAM Duct (Licensed)
USA Hypertherm (Powermax 65)

Grilled Type Table

+ 0,5 mm

6000 mm (19,68 ft) X 1500 mm (4,92 ft)

Ultracut 100 HD
Hypertherm (optional power)

Radius Bend
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